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4” TO 8" COARSE
AGGREGATE

GEOTEXTILE FABRIC
TO STABILIZE FOUNDATION

DIVERSION RIDGE

GEOTEXTILE FABRIC
AS APPROVED BY THE CITY

INSTALLATION:

— CLEAR THE AREA OF DEBRIS, ROCKS OR PLANTS THAT WILL INTERFERE WITH INSTALLATION.

— GRADE THE AREA FOR THE ENTRANCE TO FLOW BACK ON TO THE CONSTRUCTION SITE. RUNOFF FROM THE STABILIZED
CONSTRUCTION.

— PLACE GEOTEXTILE FABRIC AS APPROVED BY THE CITY.

— PLACE ROCK AS APPROVED BY THE CITY.

INSPECTIONS AND MAINTENANCE GUIDELINES:

— THE ENTRANCE SHOULD BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO
PUBLIC RIGHT—OF—WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS CONDITIONS DEMAND AND
REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT.

— ALL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC RIGHT-OF-WAY SHOULD BE REMOVED IMMEDIATELY
BY CONTRACTOR.

— WHEN NECESSARY, WHEELS SHOULD BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC RIGHT—OF—WAYS.

— WHEN WASHING IS REQUIRED, IT SHOULD BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE THAT DRAINS INTO AN
APPROVED SEDIMENT TRAP OR SEDIMENT BASIN.

— ALL SEDIMENT SHOULD BE PREVENTED FROM ENTERING ANY STORM DRAIN, DITCH OR WATER COURSE BY USING APPROVED
METHODS.
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INSTALLATION: :  - CLEAR THE AREA OF DEBRIS, ROCKS OR PLANTS THAT WILL INTERFERE WITH INSTALLATION.  - GRADE THE AREA FOR THE ENTRANCE TO FLOW BACK ON TO THE CONSTRUCTION SITE. RUNOFF FROM THE STABILIZED       CONSTRUCTION.  - PLACE GEOTEXTILE FABRIC AS APPROVED BY THE CITY.  - PLACE ROCK AS APPROVED BY THE CITY. INSPECTIONS AND MAINTENANCE GUIDELINES: :  - THE ENTRANCE SHOULD BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO     PUBLIC RIGHT-OF-WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS CONDITIONS DEMAND AND     REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT.  - ALL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC RIGHT-OF-WAY SHOULD BE REMOVED IMMEDIATELY      BY CONTRACTOR.  - WHEN NECESSARY, WHEELS SHOULD BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC RIGHT-OF-WAYS.  - WHEN WASHING IS REQUIRED, IT SHOULD BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE THAT DRAINS INTO AN     APPROVED SEDIMENT TRAP OR SEDIMENT BASIN.  - ALL SEDIMENT SHOULD BE PREVENTED FROM ENTERING ANY STORM DRAIN, DITCH OR WATER COURSE BY USING APPROVED     METHODS. 


	Sheets and Views
	ESC06 STABILIZED CONSTRUCTION ENTRANCE-Model


